OPTICAL SYSTEMS
Digital Light Solution: Technical Data
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= High-definition micro-pixel light source

MICRO-PIXEL MODULE
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LIGHT SOURCE

. Chip Size: 22 mm x 17,5 mm x 1,4 mm
. Luminous flux: up to 13,500 lm
. Color temperature: 6000K

. Resolution: 25,600 individually
controllable pixel (320x80)

= Aspect ratio: 1:4

] Contrast ratio: >160:1

Evaluation Sample

LENS SYSTEM .

= Size (LxW x B):
72.61mmx 70.79mm x 51.51mm

= Weight: 154g

= Field of View (FOV): 24° x 6°
= Optical Efficiency: >42%

= Vignetting: 77% +/-3% at 12°

. Distortions: <4% at +10°

Size (Lx W x B):
135mm x 85mm x 80mm

. Weight: 725¢g

= Power Consumption:
<50 Watt; 110-240 Volt

. USB C Power Delivery, SIM Card Slot

= Dual-mode Bluetooth & WLAN; 4g
capability

. Integrated closed-loop cooling system

. Precision mechanical focus mechanism
for optimal light shaping

= Color fringes: <20um

25,600 individually controllable
LED
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PRODUCT FEATURES

PRODUCT APPLICATION
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