
▪ Dimensions: up to 1500 mm x 850 mm
▪ Glass thickness: 0.1 mm to 20.0 mm 
▪ Manufacturing of small components
     weighing less than 1g
▪ Positional accuracy:  > 1 µm 
▪ Path accuracy +/- 5µm
▪ > 90° angle, no draft angles necessary
▪ Cut-edge roughness: <1µm 
▪ Edge accuracy: 20µm
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MEASUREMENT/CALIBRATION GLASSES  
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MEDICAL

MICROSCOPY

LABORATORY

DIAGNOSTIC

MECHANICAL ENGINEERING

TECHNICAL SPECIFICATIONS

Prevents scratching of the scale

▪High precision scales on glass

▪Easy to clean due to a smooth,
undamaged surface

▪Excellent transparency for optical
readout

▪Enables precise measurements when
used with magnifiers or optical sensors

▪High chemical resistance and long-
lasting wear resistance

Engineering drawing

High Speed machining (1pcs. to 1m pcs.)

In-Glass graving and glass engraving

Customized production on specification

Polishing and Coating

More than 350 different glass types on stock

100% Quality Check

PRODUCTION SERVICES

PRODUCT FEATURES

GLASS DESIGN ELEMENTS

DISPLAYS
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